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Motivation Timeline Results
The Fermilab Long-BaseIine Neutrino Detectors will benefit First - Benchmarked new program againSt PIP-1l CDR Simulation Hits / p* | Pk. Hits / pTem? | Inj. Pt. / pTem? <Hit.s / pTms >
from production of a higher power proton beam. Two proposals Next - Evaluated Foil Transversals for PIP-1l on-momentum PIP-II CDR 6.98 60.6 14.0 / 28.9 135
are being considered for PIP-Ill: A2 GeV Rapid Cycling injection, as proposed by Paul Derwent. PIP-1I on-p 10.60 64.7 20.7 / 35.4 20.5
Synchrotron (RCS) and an 8 GeV Superconducting Radio Then - Adjusted simulation to needs of PIP-IIl simulation: sl o o ol o o
Frequency Linac (MI-LINAC). DeSIQped to aC_h',eve_ a power of Higher Power beams need longer injection times, which required 2 mA RCS CO s):%:a 172:1 55:6 / 83:5 3:38
2.4 MW, I?Oth pl’OpOS&lS alre d_emandlng of H-. |n_Ject-|o.n. The more efficient programming to handle 2 mA RCS AC 16.92 150.8 78.3 / 105.2 5.]8
goal of this research was to simulate and optimize injection for PIP-I1 will utilize an anti-correlated beam painting scheme, but for MI-Linac CO 9.76 269.6 108.7 / 213.9 0.67
these designs. Typically, injection is optimized when the PIP-IIl correlated painting was investigated SDAGEAT 13.70 2020 137.7 / 2434 e
stripping foil has minimal interactions with the already Finally - Simulated several different PIP-Ill scenarios .
circulating beam. Too many foil interactions will eventually lead _ _ 0250 g (| - 02 A [ 60
to foil mechanical failure as well as scattering losses. Simulation Parameters o 0 . o
Parameter PIP-II RCS MI-Linac i i
LN Energy 0.8 GeV 2.0 GeV 8.0 GeV Cha i Sl 2
N Linac Current 2 mA 2mA /5 mA 2 mA = L e
3 Intensity 6.5 e12 36 €12 5% 36 €12 0950 5 0.05 205
: 0}‘; Pulse Duration 0.52 ms 5x.576 ms / 1.15 ms | 5x2.9 ms — § — g
] = Revolutions 202 5x 286 / 573 5% 260 10 2 g
= I o % g 95% Norm Emit. || 16 mm mrad | 24 mm mrad 24 mm mrad 0.250 0 8 0.25 0 2
S (. 41| = 8, 20.03 m 33.00 m 70.00 m B S e n e ol e el s Sl el el S0
PIP-2 Linac @ :t: % "3"/ "y 617 = 24'(_)0 = 40'(_)0 = Hit density distribution at foil for Correlated (left) and Anticorrelated (right)
b8 ] o painting offset 0.61 cm 1.28 em 1.15 cm
=t [Legena — :Fu:ﬁ";;;; painting offset,, 1.10 ¢cm 1.51 ¢cm 0.85 cm
o seamiine o tuen Com | BLinac/ BRing 0.48 0.20 0.20 Each PIP-lll scenario accumulates fewer total hits with a
\W | |— Linac alternative to RCs || | Macro Particles 1.75 ed 1.43 ed 1.30 eb correlated painting scheme. However, the anticorrelated scheme
Potential locations of PIP 3 accelerators within the Fermilab complex does marginally reduce the peak hits density. Dispersion In the
Secondary Foil Interactions are dependent on four factors: injected region were shown to move the anticorrelated peak hit
Methods Correlated or Anti Correlated - Anticorrelated painting density to the corner. (PIP-1l) Also, a PIP-Il on-momentum
The simulation was written in Python, with extensive use of will generally accumulate more hits, but it eliminates injection scheme seems to increase foil interactions.
NumPy and Numba packages for efficient data handling and protons with large action in both transverse planes. - N
. . 2 mA RCS Correlated Painting 2 mA RCS Correlated Painting
processing. It utilizes a transfer matrix to create a “one turn Number of Revolutions — The more turns the Linac L= T 023 Ml
map” for particle tracking. The simulation recorded new injects over, the greater interaction chance for an already 015 o5
particles entering the foil (primary hits), as well as already circulating proton.
circulating particles interacting with it (secondary hits). It is Painting Offset — A larger painting offset moves the foil g i
modeled on a MathCad simulation, by Fermilab’s Valeri further out of the circulating beam every turn. > 0.05 > 0.05
Lebedev, which was created to simulate H- injection in the PIP- Foil Size — A smaller foil decreases the interaction s 015
_II Concept.ual Deggn Rgport (C!Z)R).- The PIP-I! |nject|qn region orobability by presenting a smaller target.
includes dispersion, which required implementing longitudinal ¥ s 025 3 s 0bs 0hs 05 05 0.25 s 0hs obs 015 0
simulations. However, the RCS and MiI-Linac propose injecting Painting Schemes Ly x fem] x fem]
into dispersive free regions, so a 4D simulation was sufficient. i 38, g STOSHCS Cormatatied Puinfing

Turn = 1430 1. Early primary hits dominate

Scans over many simulations were used frequently to optimize

0.15

injection parameters. Investigations included partially § ' 2. At some critical time (different
implementing beam effects such as chromaticity, space charge, 3 - _ 005 for each scenario) hit density at
and transverse coupling, but none of these are included in the XS : 2 the injection region starts to be
final simulation. o N /! o0 overtaken by secondary hits
Correlated (left) & \‘Tﬁ‘"/i b 0.15 3. At the end of long-term painting

secondary hits clearly dominate
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